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NORDIC INDUSTRIES - TWELVE BRIDGES  NITWH0402

1437 FURNEAUX ROAD

VARYSVILLE, CA 85801
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PLAGER HOLDINGS, INC. 1010112004 12 093012005
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PROCESS DESCRIPTION: DIESEL GENERATOR
EQUIPMENT

[N [Equipmen_ “TRating.
" [Disel Gonarato, Engns Vi Catara Viodar 972 STA.Ser omer[MBTU 6500, |
120102580, Powsr Rating: 1072 hp, Fus Type: Dissel, Turoochargor,

[ARorcaclr, Viscon Fuol Adsitke, Approdimate Heat Input: 6.5 MMBUuM,

| Genrator i Caterplar, Power Rating 725 0. .

TOTAL RATINGS - METU - 5,500,

OPERATING CONDITIONS

1. Viscon fusl addifve_shal be mixed with 1o diss sl accoring fo the manufactrers
instructons. The engina shall ot be operated witiout the Viscon edltve.

2. Anonosetable hour metershat ba instalid on e enginelgeneralor ss 1 fecord the hours of
operaton.

3. The aporator shal submitt the Disrictwiti €0 doys of the date af s Authorty 10 Canstruct
an Engina Operator Inspecton Plan as required by Distict Rule 22, Statonary Intemal
‘Gombuston Engines. Contents of he lan are descrioed i the Ruse.

PERFORMANCE TESTING

4. A performanca tast ofthe lssel ongine axhaust shall bo conductod ot than 80 cays afiet
sl starup 10 d amonstrate compiance with the emission imfatons speciied in C oot
Ko 0 and 1. The font shll iciads meszurament of NOX, O 02, PW-10. exhaust ot
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[image: image2.png](DSCFM), engine load (bhp), 2nd generator load (KW). Derved values of NOX correctad gamy,
(GO corrated ppv, NOK lthr, NOX amission facir (/ohp-t), 2nd PH-10 firon sl o) shel
be presenied e test report. Toat methoc hall conforn (o Distit Rule 242, Staonery
Inemal Corbustion Engnes.

5. Thia engine shsll be souoa tosted or NOX and GO at Jeast ance evary 24 manths for the
durstion of this pormi

6. The Distic resorvos the ailty o restrict oporaiing hous or quartsrly praducton rae f souree
testing dicales at aclual engine amissions excsed thase fsted in Conaton 11.

RECORDKEEPING AND REPORTING
7. Alog book or ather racord documenting tha days an which the diesel generator was opereed
‘and the hours per day operated shall ba mainiained. Trs og o rocord shil be mace svalsbie
101he Distits Inspector upon request
EMISSIONS LIMITATIONS

2. No emissions are pemited. fom any source, which are a nuisance par Distict Rule 205,
Nuisanca.

9. Emission opaciy 85 dark o darker than Ringslmann No. 1 (20% opaciy)fr a priod or perids.
sggragatieg mo than (3) minutes I any one hour s prabibites 2nd i in vilaion of Distrct
Rule 202, Viable Emiasions.

10, Engine NOX emissions shall not excesd 600 ppmy and GO emissions shal not exceed 2000
P comectsd 1o 16% axygen on @ cry oasic per Distict Rule 242, Statonary krema.
Gombuston Engins.

11, Emissons from the diesel engine shal notexceed

DIESEL ENGINE EMISSION LIMITATIONS

[POLCUTANT- TFOUNDSOUR— TPOUNDSIGURRTER

2. The emissions o the porlabie rock cushing plent sit, including Fugilve emeslons sssocated
with ho patlsic plan, parculte emissions from the Powerscraen, and al ermissons fo ¥
o lesel generaiors, shellno exceed:

PLANT SITE EMISSION LIMITATIONS
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GENERAL CONDITIONS

SEE AC-04-23A FOR GENERAL CONDITIONS
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